NOTES:. 13 GA ROLLER SLIDE ATTACHED TO REVISIONS
1. IMPACT RESISTANT GLAZING OPTION— IMPACT 13 GA HORIZ ANGLE BRACKET WITH 5/16-18 BOLT & NUT 51 MODIFIED NOTES TO
RESISTANT GLAZING SYSTEM MAY BE INSTALLED . STATE THAT LOUVERS
IN CENTER SLOT AND 1/4-20x9/16
IN TOP OR INTERMEDIATE SECTION (WMTH OR * TRAGK BOLT & 1/4-20 HEX NUF ARE NOT IMPACT
WITHOUT DECORATIVE INSERTS). GLAZING SHALL 13 GA FLAG ANGLE g i AR CUANY THO ALIGNING HOLES RESISTANT. INCREASED
BE 1/4" POLYCARBONATE. MAXIMUM GLAZING |/ DESIGN PRESSURE TO
DIMENSIONS SHALL BE 11" x 17" CUTOUT, 13 GA COMMERCIAL ‘A’ FRAME BOOR +46.00/-52.00 PSF.
FASTENED WITH #8 X 1" SMS: 3X ALONG THE 16 GA MIN HORIZ N | |7 TOP BRACKET ATTACHED WITH 20 GA CENTER STILE € | |orRT 6/29/07
HORIZONTAL AND 2X ALONG THE VERTICAL. SEE TRACK (5) 1/4—14x7/8" SELF
DETAIL A ON SHEET 2 FOR ASSEMBLY DETAILS. ™N DRILLING CRIMPTITE SCREWS P2 ADDED IMPACT
5/16x1-5,/8" = RESISTANT GLAZING.
2. NON-IMPACT REISTANT GLAZING OPTION — LAG SCREW (MIN 4 ™~ =—————=1Nl ADDED DETAIL A SHEET 2
.090" MINIMUM SSB GLAZING IN MOLDED FRAMES AS SHOWN) ; ; : I mmm%_r%wﬂ\_om.zmw%zmoq %;x
SCREWED TOGETHER WITH A MINIMUM OF (10) 45 L LA ——T) ADD (2) 1,/4—14x7 /8" . ne ¢ [CLAZING DIMENSION 10
#Bx1" SCREWS INSTALLED IN TOP OR () Q=200 /15" LARCE : SELF DRILUNG CRIMPTITE SCREWS \ X o At TRACK T0 FLAG
INTERMEDIATE SECTION (WMITH OR WITHOUT 1/4-20 STUDS WITH H (INSIDE OF EACH END HINGE) 16 GA END STILE : “ . o CONEECTION NOTE.
DECORATIVE INSERTS) MEETS UNIFORM STATIC /4= ; | o CRT 11/10/07
WIND PRESSURES SHOWN ON THIS DRAWING. 1/4=20 HEX NUTS L - o
GLAZING SHALL HAVE A MAXIMUM HEIGHT OF T vl 2" NYLON WINDLOAD ROLLER . o/ ——— i .
10.69" AND A MAXIMUM LENGTH OF 16.94". 15 GA z_ZAMmmM WITH 4-1/2" STEM ; . | mwu%w ﬂmwmwowmma
GLAZING IS NOT IMPACT RESISTANT AND DOES . 5 i — | \CENSE NUMBER 10
NOT MEET THE REQUIREMENTS FOR WIND—BORNE ., A " L ' |77E BLOCK.
DEBRIS REGIONS. 1/4-20x9/16" TRACK == ) g ¢ GRT 9,/19/08
BOLT AND 1/4-20 HEX : . . . ; . |
3. VINYL OR WOOD DOOR STOP NAILED A NUT AT EACH JB-US i : . y . |4 uPDATED TITLE BLOCK
MAXIMUM OF 6" 0.C. MUST OVERLAP TOP AND  JAMB BRACKET LOCATION 3 \ i + |AND IMPACT GLAZING
BOTH ENDS OF PANELS MINIMUM 7/16" TO MEET 14 GA WIDE BODY END - 0 il GRT 41612
NEGATIVE PRESSURES. " * HINGE ATTACHED WITH h j
5/16x1-5/8" LAG ' (4) 1/4—14x5/8" SELF o
4. KEY LOCK, SLIDE LOCK, OR OPERATOR SCREW AT EACH e ot =
REQUIRED. JAMB BRACKET oo o \\\\\\\\\N .
5. LOUVER OPTION — .040" MINIMUM LOUVERS IN : - L. — = -
MOLDED FRAMES SCREWED TOGETHER WITH A : 4 = .
MINIMUM OF (10) #8x1” SCREWS INSTALLED IN > 5 ®
THE BOTTOM SECTION. LOUVERS ARE NOT IMPACT |\ i ———
RESISTANT AND DO NOT MEET THE . : ;
REQUIREMENTS FOR WIND—BORNE DEBRIS 12 o poENED g - 18 GA NARROW BODY ¢ . S ] ki _
REGIONS. > : ? )
SEE ‘'SCHELDULE FoR o INTERMEDIATE HINGE . : ) .
QUANITY, LOCATION, i ATTACHED WITH (4) i -4 :
6. SECTION STEEL TO HAVE A MINIMUM 26 GA N e il & 1/4—14x5/8" SELF & °
THICKNESS. I\ il e TAPPING SCREWS 5 o
7. THE DESIGN OF THE SUPPORTING STRUCTURAL Ao mﬂw m_._wM ¥ . i
ELEMENTS SHALL BE THE RESPONSIBILITY OF THE Lack om 3 Azq 14 GA BOTTOMIBRASRET el ——————— .
PROFESSIONAL OF RECORD FOR THE BUILDING OR ovumm#_;mo ﬁmu .
STRUCTURE AND IN ACCORDANCE WITH CURRENT - q ATTACHED WITH (2) ; =
BUILDING CODES FOR THE LOADS LISTED ON THIS ~ NOTE 4). SLIDE LOCK H 1/4-14x7/8" SELF DRILLING Ly
DRAWING. SHOWN FOR CLARITY CRIMPTITE SCREWS AND (1) o
: 1/4-14x5/8" SELF DRILLING = % i
8. DOOR JAMB TO BE MINIMUM 2x4 STRUCTURAL ilfi e TAMPER RESISTANT SCREW )
GRADE LUMBER. REFER TO JAMB CONNECTION H o 9,
SUPPLEMENT FOR ATTACHMENT TO SUPPORTING NOTE:  (4) SECTION SOLID o, :
STRUCTURE. DOOR SHOWN. SEE SHEET || <L ‘> S
2 FOR U-BAR LOCATIONS ; :
9. FOR LOW HEAD ROOM LIFT CONDITIONS, TOP ON DOORS WITH OTHER . —
BRACKET SHALL BE A 13 GA LHR 7/4 TOP SECTION QUANTITIES AND =
BRACKET WITH A MINIMUM OF (3) 1/4—14x7/8" SEE NOTES 1 AND 2 THIS ,
SELF DRILLING CRIMPTITE SCREWS IN LIEU OF THE ~ SHEET FOR GLAZING L
BRACKET SHOWN ON THIS DRAWING. U-BAR ON OPTIONS.
TOP SECTION SHALL BE INSTALLED ON TOP OF
LHR TOP BRACKETS.
SUPERIMPOSED DESIGN PRESSURE e
NO. OF JAMB TOCATION OF CENTERLINE OF JAMB
LOADS ON SUPPORTING STRUCTURE DOOR | NO. OF | BRACKETS BRACKETS MEASURED FROM BOTTOM
HEIGHT |SECTIONS| (EaCH JAMB) OF TRACK (ALL DIMENSIONS * 2")
DOOR | DOOR 6—6" 4 7 2" (JB-US), 10" (JB-US), 21-3/4" (JB-US), 29-3/4" (JB—US), 39" (JB—US), 48" (JB-US), 57—1/4" (JB—US)
WIDTH | HEIGHT | UNIFORM LOAD EACH JAMB (PLF) ol 7 2" (JB—US), 10" (JB-US), 21—3/4" (JB-US), 29-3/4" Qm US), 42" (JB=US), 52-1/2" (JB—US), 63-1/4" (JB—US
— 7-6" 5 8 (JB=US), 10" (JB-US), 18-3/4" (JB-US), 26-3/4" (JB-US), 36" (JB— cmﬁEEEEEEE
Lisl) +184.0/-208.0 B0 5 8 {JB=US). 10" (JB=US), 21-3/4" (JB=US), 29-3/4" (JB—US), 39" (JB—US), 48" (JB /2" (JB=US), 751 JB=US,
9'-0" +207.0/-234.0 B &-0] EE_NOTE BELOW
- NOTE
\ (JB-US) FOLLOWING DIMENSION DENOTES SLOTTED JAMB BRACKET ATTACHED TO TRACK WITH 1/4-20x9/16" TRACK BOLT AND NUT AS SHOWN ABOVE.
ALL DOORS GREATER THAN 8' IN HEIGHT REQUIRE USE OF CONTINUOUS WALL ANGLE. SEE SUPPLEMENT TRACK CHART FOR DETAILS.
STATIC PRESSURE RATINGS APPROVED SIZES  |SCALE: N.T.S. SIZE: A
iﬂ -ﬂ DESIGN (PSF): +46.00/-52.00 MAX WIDTH: 9'-0” DATE NAME
TEST (PSF): +69.00/-78.00 MAX HEIGHT:  14°-0"  |[DRAWN 5/17,/06 GRT
MERK A, S =~_-°= IMPACT/CYCLIC RATED (YES/NO): YES |MAX SECTION HEIGHT: 21" |CHECKED| 1/22/07 MRB
2501 S.
T AT MODELS 8000,/8100 SHEET 1 OF 2
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REVISIONS

P1 MODIFIED NOTES TO
STATE THAT LOUVERS
ARE NOT IMPACT
RESISTANT. INCREASED
U-BAR LOCATIONS DESIGN PRESSURE TO
+46.00/-52.00 PSF.
GRT 6,/29/07

CENTER STLE & INTERMEDIATE HINGE LOGATIONS (8) SECTION DOORS WITH
TDV 3" 20 GA 80 KSI U-BARS
LOCATED AS SHOWN

P2 ADDED IMPACT
RESISTANT GLAZING.

— ADDED DETAIL A SHEET 2
b . i i FOR GLAZING. ADDED MAX
i L ) 4 - GLAZING DIMENSION TO
: NOTES SHEET 1. ADDED
: © o O (7) SECTION DOORS WITH ISR
" ] r ] (9) 3" 20 GA 80 KSI U-BARS ORT 11/10/07
H 0, 3 o : LOCATED AS SHOWN
i i ¥ ° H P3 MODIFIED LOUVER
OPTION. ADDED TEXAS
o 0 o LICENSE NUMBER TO
05 TITLE BLOCK.
GRT 9,/19/08
(6) SECTION DOORS WITH P4 UPDATED TITLE BLOCK
(8) 3" 20 GA 8O KSI U-BARS AND IMPACT GLAZING
LOCATED AS SHOWN GRT 4/16/12
e . (5) SECTION DOORS WITH
INTERIOR FRAME (7) 3" 20 GA BO KSI U-BARS

LOCATED AS SHOWN
SHEETMETAL SCREW

/ (4) SECTION DOORS WITH
(5) 3" 20 GA 80 KSI U-BARS
; LOCATED AS SHOWN

EXTERIOR
FRAME \
/ ) 1/4" POLYCARBONATE
DETAIL A
—
ATTACH U-BARS WITH
(2) 1/4-14x7/8" SELF
DRILLING CRIMPTITE SCREWS
AT ALL STILE LOCATIONS, TYP.
STATIC PRESSURE RATINGS APPROVED SIZES SCALE: N.T.S. SIZE: A
iﬂ -ﬂ@ DESIGN (PSF): +46.00/-52.00 MAX WIDTH: 9'-0" DATE NAME
TEST (PSF): +69.00/~—78.00 MAX HEIGHT:  14'=0"  |DRAWN 5/17 /06 GRT
MARK A SAWICHI, PE =--°= IMPACT/CYCLIC RATED (YES/NO): YES [MAX SECTION HEIGHT: 21" |CHECKED| 1/22/07 MRB
250" 3. S
: MODELS 8000/8100 SHEET 2 OF 2
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